
From: Brenna, Katherine
To: Gardner-Westcott, Katherine
Cc: Keefe, Ben; Foster, Asa; Mason, Leanne; Pearlman, David; Pierce, Kelly; Wright, Brud
Bcc: "Kay Westcott"
Subject: Loker Grass Field Project 2022
Date: Tuesday, April 26, 2022 3:42:47 PM
Attachments: Draft_MemotoWHC_fromWRC_withattachments_REV.pdf

The enclosed attachments that depict or describe the location of historically sensitive sites and
specimens are not a public record pursuant to the dictates of M.G.L. c. 40, sec. 8D.
 
Dear Kay and Historical Commission members,
 
I am writing to update you on the Loker Grass Field Project.  About a year ago, the Recreation
Commission sent the attached letter which is largely still relevant.  
 
As you may know, in October 2021 the Town’s voters approved:

1)      a moratorium on synthetic turf fields and
2)      funds to design a grass field at the Loker Recreation Area.  

 
Subsequently, the Loker Field project design was revised to include natural grass and an
irrigation system in place of synthetic turf and its supporting drainage. There are no
substantial revisions to other aspects of the project as the 63 space parking lot, planting plans,
sports lighting plan (and overall site plans) remain exactly the same as the previously reviewed
and approved plans. The design team continued to work around the avoidance areas
previously identified by the WHC during the revision process and is committed to protecting
those areas.
 
If approved at the upcoming 2022 Annual Town Meeting, the Loker field project shall be built
substantially in accordance with Final Site Plan approved by the Zoning Board of Appeals (July
2021) and the Conservation Commission (March 2022), with a change to the proposed playing
surfaces and an added irrigation system. The irrigation system is planned to utilize the existing
water service lines that served Dow Chemical.
 
As promised, I am again providing a copy of the bid specifications for your review which
should satisfy the WHC’s request for monitoring in the two areas, and re-confirm that the
project intends to comply with your requests in relation to the limit of work, the project
fencing, signage, and monitoring. The bid documents will be posted publicly until bids are
opened on May 12, 2022.
https://www.wayland.ma.us/procurement-office/bids/improvements-loker-conservation-and-
recreation-area-0
 
Please contact me if you have any questions.
Thank you,

mailto:kbrenna@wayland.ma.us
mailto:kgardner-westcott@wayland.ma.us
mailto:bkeefe@wayland.ma.us
mailto:afoster@wayland.ma.us
mailto:lmason@wayland.ma.us
mailto:dpearlman@wayland.ma.us
mailto:kpierce@wayland.ma.us
mailto:bwright@wayland.ma.us
mailto:kwestcott305@gmail.com
https://www.wayland.ma.us/procurement-office/bids/improvements-loker-conservation-and-recreation-area-0
https://www.wayland.ma.us/procurement-office/bids/improvements-loker-conservation-and-recreation-area-0



 


 
 


 
May 3, 2021 


Katherine Gardner-Westcott 


Chair, Wayland Historical Commission 


41 Cochituate Road 


Wayland, MA 01778 


and via email to kwestcott@wayland.ma.us 


 


 


Dear Mrs. Gardner-Westcott and Historical Commission members, 


 


In March 2020, the Recreation Commission met with the Historical Commission to 


review its proposal to construct an athletic field within the recreation parcel of the Loker 


Conservation & Recreation Area (412 Commonwealth Road). As discussed, the Recreation 


Commission shares the intent to protect and respect any cultural, ceremonial and/or historically 


significant areas that may exist on the site. To that end, the Recreation Commission funded an 


exhaustive study of the Recreation parcel in 2013, and then later designed and engineered the 


project to circumvent the identified “avoidance areas.” The Recreation Commission additionally 


commits to continue to protect the areas of concern by way of the attached specifications.  


In 2013, the Town worked with the Technology Integration Group, Inc. (TIG) and the 


Narragansett Indian Tribal Historic Preservation Office (NITHPO) to assess the entirety of the 


8.4 acres of the Loker Recreation parcel for both tribal and archaeological areas of ceremonial 


significance. The survey was completed by field researchers in collaboration with the 


Narragansett, Mohegan, and Wampanoag at Gay Head (Aquinnah) Tribal Historic Preservation 


Offices between August 1, 2013 and September 28, 2013.  


The goal of the survey was to identify stone groupings and other features that are 


ceremonially significant and should be considered for preservation. This effort to map the 


ceremonial landscapes in Wayland, began with historical document research, examination of 


historical and topographic maps, and a literature review of previously excavated archaeological 


sites to review information about how Tribal people of New England previously used this 


landscape. The report was published on October 31, 2013, and included the full survey and 


bounds identification. It was noted that much of the area was disturbed by the 1962 construction 


of the Dow Chemical, Inc. property and then the subsequent (and extensive) cleanup of the Dow 


site. 


In 2017, the voters of Wayland approved a warrant article to design and engineer a turf 


field at the vacant Loker site.  Since then, the design team used the findings of that 2013 study to 


develop the project plan specifically to prevent disruption of the identified avoidance areas. The 


design team consulted with the Historical Commission in 2018 during the design process.   


In 2020, the Historical Commission expressed concern about two areas that were 


purported to not have been sufficiently studied back in 2013. The two areas are now described as 


“Team A Spectator Area” and the area where the “Maintenance Drive” abuts an avoidance area, 
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indicated on attachment A to this letter. The attached bid documents will clearly show a 


provision to retain a monitor in the event further study is determined to be necessary by the 


Town. The area to be monitored shall not exceed the 5,000 square feet identified in the attached 


schematic. 


In response to the other requests of the Wayland Historical Commission outlined in a 


memorandum dated January 19, 2021, we respectfully provide the attached excerpts from the bid 


documents for your review which should satisfy the request for monitoring in the two areas, and 


confirm that the Recreation Commission intends to comply with your requests in relation to the 


limit of work, the project fencing, signage, and monitoring.  The bid documents will be posted 


publicly until bids are opened on May 13, 2021.  


 


Sincerely,  


 


Chair, Asa Foster  afoster@wayland.ma.us 


Chair, Brud Wright,  bwright@wayland.ma.us 


Leanne Mason,  lmason@wayland.ma.us 


David Pearlman,  dpearlman@wayland.ma.us 


Kelly Pierce,   kpierce@wayland.ma.us 


 


 


Wayland Recreation Commission 


Town of Wayland 


41 Cochituate Road 


Wayland, MA 01778 
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ATTACHMENTS  


 


NOT FOR PUBLIC RECORD 


The enclosed attachments that depict or describe the location of the sites and specimens are not 


a public record pursuant to the dictates of M.G.L. c. 40, sec. 8D. 
   


A. Schematic L3.00 Overlay:  


a. Avoidance Areas (purple) 


b. Two areas requested to have second review at the March 9, 2020 meeting.  


(yellow)  


The schematic is derived from: 


c. Loker Project Plan outline, dated February, 28, 2019 overlaid on  


d. Gale Plan C-3: Loker Proposed Layout Plan dated May, 14, 2010 overlaid on 


e. “Avoidance Areas” Schematic: Figure 49: Page 44 of the Technical Report, 


TIG/NITHPO 


B. Letter, from Historical Commission Chair, K. Gardner-Westcott to Recreation 


Commission Chair, B. Wright, dated January 19, 2021 


C. NITHPO Letter April 21, 2019 


D. NITHPO Letter June 19, 2013 


 


EXCERPTS FROM BID SPECIFICATIONS:  


E. Temporary Fencing re: limit of work 


a. Plan L0.01 General Notes #25 and #28 


b. Demolition Plan L2.00  


c. Section 00900 1.4 Contractor’s Use of Premises ABC 


d. SECTION 02 41 13 2.02 ABC 


e. SECTION 01 56 26 2.01 


F. Archaeologist Monitoring  


a. Section 00900 1.5 Archaeologist Monitoring  


G. Signage 


a. SECTION  01 55 26.13: Signage 


H. Full Bid Documents:  


https://www.wayland.ma.us/sites/g/files/vyhlif4016/f/bids/ifb_21-


1019_improvement_to_loker_conservations_and_recreation_area_project_manual_0.pdf  


I. https://www.wayland.ma.us/sites/g/files/vyhlif4016/f/bids/ifb_21-


1019_improvements_to_loker_conservation_and_recreation_area_plans.pdf  


 


Referenced but not attached:  


Technical Report: Ceremonial Stone Landscape Survey, by Technology Integration Group, Inc. 


(TIG) and the Narragansett Indian Tribal Historic Preservation Office (NITHPO), October 31, 


2013 



https://www.wayland.ma.us/sites/g/files/vyhlif4016/f/bids/ifb_21-1019_improvement_to_loker_conservations_and_recreation_area_project_manual_0.pdf

https://www.wayland.ma.us/sites/g/files/vyhlif4016/f/bids/ifb_21-1019_improvement_to_loker_conservations_and_recreation_area_project_manual_0.pdf

https://www.wayland.ma.us/sites/g/files/vyhlif4016/f/bids/ifb_21-1019_improvements_to_loker_conservation_and_recreation_area_plans.pdf

https://www.wayland.ma.us/sites/g/files/vyhlif4016/f/bids/ifb_21-1019_improvements_to_loker_conservation_and_recreation_area_plans.pdf
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TOWN OF WAYLAND 
MASSACHUSETTS 


01778 


WAYLAND HISTORICAL COMMISSION 


TOWN BUILDING 


41 COCHITUATE ROAD 


TELEPHONE: (508) 358-7701 


January 19, 2021  


 
Dear Mr. Wright: 


 


The Wayland Historical Commission greatly appreciates you meeting with the Commission on March 9, 


2020 to discuss issues and concerns that the Commission has with respect to the proposed soccer field at 


the Loker Conservation and Recreation Area (“Loker Site”). Your responses to our questions and concerns 


were both responsive and candid. Based on that meeting, and the Commission’s independent review of the 


Loker Site, we have several additional questions as well as conditions that we request be placed on any 


construction activities on the Loker Site.  If the requests are accommodated, the Commission will remain 


neutral to the project. 


 


As a preliminary matter, we wish to reemphasize with vigor that there are certain areas that are 


immediately adjacent to the Loker Site that are of significant cultural and historical importance to Wayland 


and to the larger Native American community. It is of critical importance that these areas be protected and 


respected. The Commission strives to protect the sacred sites, so using your suggestions and agreements 


made at the March 2020 meeting, the Commission has put into writing those agreements. 


 


In reviewing the plans for the Loker Site, the Commission has identified the following requirements:  
 


1. The entire construction site will have construction fencing that delineates the precise boundaries of 


the playing field site. Anticipating the planned construction activities, the Commission requests 


that the playing field site not only have construction fencing for the entire site, but that the fencing 


be at least several feet within, and not outside, the boundaries of the site.  


2. Any specifications for the project must clearly state that no activities of any kind should occur 


outside the construction fencing, including any disruption of the soil outside of the site, no 


placement of any fill or debris outside of the site, and no runoff of material from the playing field 


site to adjacent areas.  


3. There must be appropriate monitoring and reporting during any construction activities to ensure 


compliance with this condition and the monitoring must be included as a requirement in the 


construction documents. 
 


 Weston and Sampson previously prepared drawings that outline the areas of construction. Those drawings 


have been modified to delineate the location of sensitive sites and specimens. Those areas are referred to as 


“Avoidance Areas.” The locations of the sites and specimens are not a public record pursuant to the dictates 


of M.G.L. c. 40, sec. 8D. If the project proceeds, the Commission will provide a redacted copy of the 


drawing showing the Avoidance Areas that can be provided for bidding and construction purposes. Within 


the Avoidance Areas, the Commission has two areas of concern, which should be addressed in any contract 


documents:  
 


1. Additional fencing and signage should be provided to ensure that historical and cultural areas be 


protected within Avoidance Areas, and an area within an additional Avoidance Area in the 


southwest corner of the playing field site next to the location of the existing “Maintenance Drive.” 


The Commission understands, based on your responses at the meeting, that this road will be 


removed and relocated entirely within the playing field area. 


2. In those areas where the construction activities will abut the Avoidance Areas, the Commission 


requests that additional fencing be provided, as well as appropriate signage, so that there is 


complete assurance that the Avoidance Areas will not be impacted in any manner whatsoever. 


Again, this condition must be included as a requirement in the construction documents.  
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The Commission requests that it be provided with a copy of any proposed construction documents 


addressing these issues for the Commission’s prior review and comment. 


 


Finally, it is the Commission’s understanding that your Committee is willing to survey and pay for the 


additional surveys in the area on the Historical Overlay designated as “Team A Spectator Area” as well as 


in the southwest corner of the Loker Site near the Avoidance Area. Please reconfirm this commitment. 


 


The Commission is dedicated to preserving the history and culture of Wayland. The Commission is 


confident that your Committee shares this commitment. Please respond to this letter at your earliest 


convenience so that the Commission can respond further with respect to the Loker Site. 


 


Very Truly Yours, 


 


K. Gardner-Westcott  
 


Katherine Gardner-Westcott 


Chair, Wayland Historical Commission  
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AS SHOWN


L0.01


GENERAL NOTES


GENERAL NOTES


1. PROPERTY LINES, SITE SURVEY AND TOPOGRAPHICAL INFORMATION BASED


FROM A COMPILATION OF THE TOWN OF WAYLAND GIS, RECORD DRAWINGS


AND ON THE GROUND SURVEYS PERFORMED BY WESTON & SAMPSON IN


APRIL 2018.


2. CONTOURS AND ELEVATIONS SHOWN ON NAVD88 VERTICAL DATUM BASED


ON GPS OBSERVATIONS.


3. NORTH ORIENTATION IS TRUE NORTH BASED ON GPS OBSERVATIONS


TAKEN AT THE TIME OF THE FIELD SURVEY.  MAPPING PREPARED ON


NADV83 STATE PLANE COORDINATE SYSTEM-MASSACHUSETTS MAINLAND


ZONE.


4. FOR DETAILED NOTES REGARDING TEST PITS AND BORINGS, REFER TO


MEMO TITLED "GEOTECH LETTER REPORT WAYLAND ATHLETIC FACILITIES"


IN THE SPECIFICATIONS AND SEE SECTIONS RELATED TO LOKER.


5. REFER TO GENERAL SYMBOLS FOR SURVEY LEGEND. ALL BIDDERS ARE


REQUIRED TO INSPECT THE PROJECT SITE IN ITS ENTIRETY PRIOR TO


SUBMITTING THEIR BID, AND BECOME FAMILIAR WITH ALL CONDITIONS AS


THEY MAY AFFECT THEIR BID. CONTRACTOR AND SUB-CONTRACTOR SHALL


BE FAMILIAR WITH ALL DRAWINGS AND SPECIFICATIONS PRIOR TO


COMMENCING THE CONSTRUCTION.


6. LOCATIONS OF ANY UTILITIES SHOWN ON THESE PLANS ARE APPROXIMATE


ONLY. CONTRACTOR SHALL BE RESPONSIBLE FOR VERIFYING THE


LOCATION OF SUCH UTILITIES, PROTECTING ALL EXISTING UTILITIES AND


REPAIRING ANY DAMAGE DONE DURING CONSTRUCTION. THE CONTRACTOR


SHALL BE RESPONSIBLE FOR ALL ON-SITE COORDINATION WITH UTILITY


COMPANIES AND PUBLIC AGENCIES AND FOR OBTAINING ALL REQUIRED


PERMITS AND PAYING ALL REQUIRED FEES. IN ACCORDANCE WITH M.G.L.


CHAPTER 82, SECTION 40, INCLUDING AMENDMENTS, CONTRACTORS SHALL


NOTIFY ALL UTILITY COMPANIES AND GOVERNMENT AGENCIES IN WRITING


PRIOR TO EXCAVATION.  CONTRACTOR SHALL ALSO CALL "DIG SAFE" AT


(888) 344-7233 NO LESS THAN 72 HOURS, (EXCLUSIVE OF WEEKENDS AND


HOLIDAYS), PRIOR TO SUCH EXCAVATION.  DOCUMENTATION OF REQUESTS


SHALL BE PROVIDED TO OWNER'S REPRESENTATIVE PRIOR TO EXCAVATION


WORK.


7. WHERE AN EXISTING UTILITY IS FOUND TO CONFLICT WITH THE PROPOSED


WORK, THE LOCATION, ELEVATION AND SIZE OF THE UTILITY SHALL BE


ACCURATELY DETERMINED WITHOUT DELAY BY THE CONTRACTOR AND THE


INFORMATION FURNISHED TO THE OWNER'S REPRESENTATIVE FOR


RESOLUTION OF THE CONFLICT.


8. THE CONTRACTOR SHALL MAKE ALL ARRANGEMENTS FOR THE ALTERATION


AND ADJUSTMENT OF GAS, ELECTRIC, TELEPHONE AND ANY OTHER


PRIVATE UTILITIES BY THE UTILITY OWNER AT NO ADDITIONAL COST TO THE


TOWN OF WAYLAND.


9. CONTRACTOR SHALL BE RESPONSIBLE FOR REVIEWING ALL DRAWINGS AND


SPECIFICATIONS TO DETERMINE THE EXTENT OF EXCAVATION AND


DEMOLITION REQUIRED TO RECEIVE SITE IMPROVEMENTS.


10. ANY DISCREPANCIES OR CONFLICTS BETWEEN THE DRAWINGS AND


EXISTING CONDITIONS, EXISTING CONDITIONS TO REMAIN, TEMPORARY


CONSTRUCTION, PERMANENT CONSTRUCTION AND WORK OF ADJACENT


CONTRACTS SHALL BE BROUGHT TO THE ATTENTION OF THE OWNER'S


REPRESENTATIVE BEFORE PROCEEDING. ITEMS ENCOUNTERED IN AREAS


OF EXCAVATION THAT ARE NOT INDICATED ON THE DRAWINGS, BUT ARE


VISIBLE ON SURFACE, SHALL BE THE CONTRACTOR'S RESPONSIBILITY AND


SHALL BE REMOVED AT NO ADDITIONAL COST TO THE OWNER.


11. ANY ALTERATIONS TO THESE DRAWINGS MADE IN THE FIELD DURING


CONSTRUCTION SHALL BE RECORDED BY THE GENERAL CONTRACTOR ON


"AS BUILT" DRAWINGS.


12. ALL AREAS DISTURBED BY THE CONTRACTOR'S OPERATIONS OUTSIDE THE


PROJECT LIMITS, SHALL BE RESTORED TO THE ORIGINAL CONDITION BY THE


CONTRACTOR AT NO ADDITIONAL COST AND TO THE SATISFACTION OF THE


OWNER.


13. ALL WORK SHOWN ON THE PLANS AS BOLD SHALL REPRESENT PROPOSED


WORK. THE TERM "PROPOSED (PROP)" INDICATES WORK TO BE


CONSTRUCTED USING NEW MATERIALS OR, WHERE APPLICABLE, RE-USING


EXISTING MATERIALS IDENTIFIED AS "REMOVE AND RESET (R&R)" OR


"REMOVE AND SALVAGE (R&S).


14. ALL KNOWN EXISTING STATE, COUNTY AND TOWN LOCATION LINES AND


PRIVATE PROPERTY LINES HAVE BEEN ESTABLISHED FROM AVAILABLE


INFORMATION AND ARE INDICATED ON THE PLANS.


15. THE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO


PROTECT HIS EMPLOYEES, AS WELL AS PUBLIC USERS FROM INJURY


DURING THE ENTIRE CONSTRUCTION PERIOD USING ALL NECESSARY


SAFEGUARDS, INCLUDING BUT NOT LIMITED TO, THE ERECTION OF


TEMPORARY WALKS, STRUCTURES, PROTECTIVE BARRIERS, COVERING, OR


FENCES AS NEEDED.


16. THE CONTRACTOR SHALL SUPPLY THE OWNER WITH THE NAME OF THE


OSHA "COMPETENT PERSON" PRIOR TO CONSTRUCTION.


17. FILLING OF EXCAVATED AREAS SHALL NOT TAKE PLACE WITHOUT THE


PRESENCE OR PERMISSION OF THE OWNER.


18. EXISTING TREES TO REMAIN SHALL BE PROTECTED FROM CONSTRUCTION


ACTIVITIES.  NO STOCKPILING OF MATERIAL, EQUIPMENT OR VEHICULAR


TRAFFIC SHALL BE ALLOWED WITHIN THE DRIP LINE OF TREES TO REMAIN.


NO GUYS SHALL BE ATTACHED TO ANY TREE TO REMAIN.  WHEN


NECESSARY OR AS DIRECTED BY THE OWNER'S REPRESENTATIVE, THE


CONTRACTOR SHALL ERECT TEMPORARY BARRIERS FOR THE PROTECTION


OF EXISTING TREES DURING CONSTRUCTION.


19. TREES AND SHRUBS WITHIN THE LIMITS OF WORK SHALL BE REMOVED


ONLY UPON THE APPROVAL OF THE OWNER'S REPRESENTATIVE OR AS


NOTED ON THE PLANS.


20. NO FILLING SHALL OCCUR AROUND EXISTING TREES TO REMAIN WITHOUT


THE APPROVAL OF THE OWNER OR OWNER REPRESENTATIVE.


21. THE CONTRACTOR SHALL REMOVE ALL SURFACE VEGETATION PRIOR TO


GRADING THE SITE. TREES AND STUMPS SHALL BE REMOVED AND


DISPOSED COMPLETE BY CONTRACTOR. TEMPORARY EROSION CONTROL


MEASURES SHOWN ON THE DRAWINGS (INCLUDING SILT FENCE, STRAW


WATTLES, OR SILT SOCKS) SHALL BE INSTALLED BY THE CONTRACTOR. THE


CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING THESE


TEMPORARY EROSION CONTROL MEASURES THROUGHOUT THE PROJECT


WHICH COST SHALL BE INCIDENTAL TO THE PROJECT.


22. ALL UNSUITABLE UNCONTAMINATED EXCESS SOIL FROM CONSTRUCTION


ACTIVITIES SHALL BE DISPOSED OF BY THE CONTRACTOR AT NO


ADDITIONAL COST TO THE TOWN. REMOVAL ACTIVITIES SHALL BE


ACCORDANCE WITH STATE AND LOCAL REGULATIONS AT NO ADDITIONAL


COST TO THE TOWN. REFER TO WAYLAND TOWN BY-LAW §198-504 EARTH


MOVEMENT. SUITABLE SOIL EXCAVATION AS PART OF THE PROJECT MUST


MEET ONE OR MORE OF THE MATERIAL REQUIREMENTS SPECIFIED IN 31 00


00-EARTHWORK. IF THE CONTRACTOR PROPOSES TO USE THE EXISTING


FILL ON SITE BELOW PAVEMENT AREAS, HE MUST DEMONSTRATE THAT THE


FILL MEETS THE REQUIREMENTS PER THE SPECIFICATIONS. ALL EXCAVATED


FILL MATERIAL WHICH DOES NOT MEET THE REQUIREMENTS OF THE


CONTRACT DOCUMENTS SHALL BE REMOVED AND DISPOSED OF OFF-SITE


AT NO ADDITIONAL COST.


23. CONTRACTOR IS RESPONSIBLE FOR STAKING CONSTRUCTION BASELINES IN


FIELD WITH A MA. REGISTERED PROFESSIONAL LAND SURVEYOR. NO


CONSTRUCTION WILL BE PERFORMED WITHOUT THE PROPOSED BASELINES


AND LAYOUTS APPROVED BY THE ENGINEER.


24. NO FILL SHALL CONTAIN HAZARDOUS MATERIALS.


25. CONTRACTOR SHALL PROVIDE TEMPORARY CONSTRUCTION FENCING


AROUND PERIMETER OF WORK AREA (LIMIT OF WORK). FENCE SHALL NOT


IMPEDE TRAVEL WAYS.


26. ANY QUANTITIES SHOWN ON PLANS ARE FOR COMPARATIVE BIDDING


PURPOSES ONLY.  IT IS THE CONTRACTOR'S RESPONSIBILITY TO VISIT THE


PROJECT SITE TO VERIFY ALL QUANTITIES AND CONDITIONS PRIOR TO


SUBMITTING BID.


27. ALL EXISTING DRAINAGE FACILITIES TO REMAIN SHALL BE MAINTAINED FREE


OF DEBRIS, SOIL, SEDIMENT, AND FOREIGN MATERIAL AND OPERATIONAL


THROUGHOUT THE LIFE OF THE CONTRACT.  REMOVE ALL SOIL, SEDIMENT,


DEBRIS AND FOREIGN MATERIAL FROM ALL DRAINAGE STRUCTURES,


INCLUDING BUT NOT LIMITED TO, DRAINAGE INLETS, MANHOLES AND CATCH


BASINS WITHIN THE LIMIT OF WORK AND DRAINAGE STRUCTURES OUTSIDE


THE LIMIT OF WORK THAT ARE IMPACTED BY THE WORK FOR THE ENTIRE


DURATION OF CONSTRUCTION.


28. CONTRACTOR'S STAGING AREA MUST BE WITHIN THE CONTRACT LIMIT LINE


AND IN AREAS APPROVED BY OWNER.  ANY OTHER AREAS THAT THE


CONTRACTOR MAY WISH TO USE FOR STAGING MUST BE COORDINATED


WITH THE OWNER.


29. THE CONTRACTOR SHALL KEEP ALL STREETS, PARKING LOTS AND WALKS


THAT ARE NOT RESTRICTED FROM PUBLIC USE DURING CONSTRUCTION


BROOM CLEAN AT ALL TIMES.  THE CONTRACTOR SHALL USE ACCEPTABLE


METHODS AND MATERIALS TO MAINTAIN ADEQUATE DUST CONTROL


THROUGHOUT CONSTRUCTION.


30. CONTRACTOR SHALL COORDINATE ALL WORK WITH THE OWNER.


31. THE LIMIT  OF WORK SHALL BE DELINEATED IN THE FIELD PRIOR TO THE


START OF SITE CLEARING OR CONSTRUCTION AND AGREED UPON WITH THE


OWNER'S REPRESENTATIVE.


32. DEEP SUMP CATCH BASINS AND STORMWATER BASINS SHALL BE CLEANED


FOLLOWING CONSTRUCTION AND SHALL FOLLOW THE OPERATION AND


MAINTENANCE PLAN THEREAFTER.


33. HAULING OF EARTH MATERIALS TO AND FROM THE SITE SHALL BE


RESTRICTED TO THE HOURS OF 7 AM TO 5 PM.


34. ANY BOULDERS 3 CY OR SMALLER SHALL BE CONSIDERED UNDOCUMENTED


FILL AND SHALL BE DISPOSED OF AT NO ADDITIONAL COST TO THE TOWN.


35. WORK ON WEEKENDS SHALL ONLY BE CONDUCTED IF PRIOR WRITTEN


PERMISSION IS PROVIDED BY THE TOWN.


36. NO TRUCKS LEFT IDLING ON TOWN STREETS DURING CONSTRUCTION.


CONSTRUCTION TRAFFIC AT NO TIME SHALL IMPEDE FLOW OF RESIDENT


TRAFFIC.


DEMOLITION & SITE PREPARATION NOTES
1. THE CONTRACTOR SHALL INCLUDE IN THE BID THE COST OF REMOVING ANY


EXISTING SITE FEATURES AND APPURTENANCES NECESSARY TO ACCOMPLISH
THE CONSTRUCTION OF THE PROPOSED SITE IMPROVEMENTS.  THE CONTRACTOR
SHALL ALSO INCLUDE IN THE BID THE COST NECESSARY TO RESTORE SUCH ITEMS
IF THEY ARE SCHEDULED TO REMAIN AS PART OF THE FINAL SITE IMPROVEMENTS.
REFER TO PLANS TO DETERMINE EXCAVATION AND DEMOLITION REQUIREMENTS
AND TO DETERMINE THE LOCATION OF THE PROPOSED SITE IMPROVEMENTS.


2. THE OWNER RESERVES THE RIGHT TO REVIEW ALL MATERIALS DESIGNATED FOR
REMOVAL AND TO RETAIN OWNERSHIP OF SUCH MATERIALS.  IF THE OWNER
RETAINS ANY MATERIAL THE CONTRACTOR SHALL MAKE ARRANGEMENTS WITH
THE OWNER TO HAVE THOSE MATERIALS REMOVED OFF SITE TO A DESIGNATED
MUNICIPAL PROPERTY AT NO ADDITIONAL COST. ALL GEOTECHNICALLY OR


UNSUITABLE UNCONTAMINATED EXCESS SOIL FROM CONSTRUCTION


ACTIVITIES SHALL BE DISPOSED OF BY THE CONTRACTOR AT NO ADDITIONAL


COST TO THE TOWN. REMOVAL ACTIVITIES SHALL BE ACCORDANCE WITH


STATE AND LOCAL REGULATIONS AT NO ADDITIONAL COST TO THE TOWN.


REFER TO WAYLAND TOWN BY-LAW §198-504 EARTH MOVEMENT.


3. UNLESS SPECIFICALLY NOTED TO BE REMOVED AND STOCKPILED (R&S) OR
REUSED AND RELOCATED (R&R), ALL SITE FEATURES CALLED TO BE REMOVED
AND DEMOLISHED (R&D) SHALL BE REMOVED WITH THEIR FOOTINGS,
ATTACHMENTS, BASE MATERIAL, ETC. TRANSPORTED FROM THE SITE TO BE
DISPOSED OF IN A LAWFUL MANNER AT AN ACCEPTABLE DISPOSAL SITE AND AT
NO ADDITIONAL COST TO THE OWNER.


4. ALL EXISTING SITE FEATURES TO REMAIN SHALL BE PROTECTED THROUGHOUT
THE CONSTRUCTION PERIOD.  ANY FEATURES DAMAGED DURING CONSTRUCTION
OPERATIONS SHALL BE REPAIRED OR REPLACED TO THE SATISFACTION OF THE
OWNER AND/OR OWNER'S REPRESENTATIVE AT NO ADDITIONAL COST.


5. DURING EARTHWORK OPERATIONS, CONTRACTOR SHALL TAKE CARE TO NOT
DISTURB EXISTING MATERIALS TO REMAIN, OUTSIDE THE LIMITS OF EXCAVATION
AND BACKFILL AND SHALL TAKE WHATEVER MEASURES NECESSARY, AT THE
CONTRACTOR'S EXPENSE, TO PREVENT ANY EXCAVATED MATERIAL FROM
COLLAPSING.  ALL BACKFILL MATERIALS SHALL BE PLACED AND COMPACTED AS
SPECIFIED TO THE SUBGRADE REQUIRED FOR THE INSTALLATION OF THE
REMAINDER OF THE CONTRACT WORK.


6. IT SHALL BE THE CONTRACTOR'S OPTION, WITH CONCURRENCE OF THE OWNER'S
REPRESENTATIVE, TO REUSE EXISTING  BITUMINOUS CONCRETE PAVEMENT BASE
COURSE AND/ OR SUBBASE GRAVEL MATERIALS IF IT MEETS THE REQUIREMENTS
OF THE SPECIFICATIONS FOR DENSE GRADED CRUSHED STONE.


7. STRIP & STOCKPILE EXISTING TOPSOIL FOR LATER REUSE AS REQUIRED.
STOCKPILE SHALL HAVE APPROPRIATE EROSION AND SEDIMENT CONTROLS. THE
CONTRACTOR SHALL CONFIRM THAT THE TOPSOIL IS SUITABLE FOR REUSE AND IT
MEETS THE REQUIREMENTS OF THE SPECIFICATIONS FOR TOPSOIL LOAM
BORROW.


8. CLEAR AND GRUB VEGETATION SHALL INCLUDE REMOVAL OF ALL GRASS/LAWN,
SHRUBS, AND UNDERBRUSH, REMOVAL OF ROOTS, AND ROUGH GRADING.
INSTALLATION OF LOAM (IF APPLICABLE), FINE GRADING, SEEDING AND TURF OR
VEGETATION ESTABLISHMENT BY THE CONTRACTOR.


9. THE CONTRACTOR SHALL PROTECT EXISTING TREES TO REMAIN. CONTRACTOR
SHALL INSTALL TREE PROTECTION BARRIERS AFTER CLEARING TURF AND
UNDERBRUSH BY HAND AND TAKE DUE CARE TO PREVENT INJURY TO TREES
DURING CLEARING OPERATIONS.


10. THE STORAGE OF MATERIALS AND EQUIPMENT WILL BE PERMITTED AT LOCATIONS
DESIGNATED BY OWNER OR OWNER'S REPRESENTATIVE. PROTECTION OF STORED
MATERIALS AND EQUIPMENT SHALL BE THE SOLE RESPONSIBILITY OF THE
CONTRACTOR.


EROSION AND SEDIMENT CONTROL NOTES
1. ALL SEDIMENT AND EROSION CONTROL DEVICES SHALL BE PUT INTO PLACE


PRIOR TO BEGINNING ANY CONSTRUCTION OR DEMOLITION. REFER TO PLANS
FOR APPROXIMATE LOCATION OF EROSION AND SEDIMENT CONTROL. REFER TO
SPECS AND DETAILS FOR TYPE OF EROSION AND SEDIMENT CONTROL.


2. THE CONTRACTOR  SHALL BE RESPONSIBLE FOR THE CONTINUAL MAINTENANCE
OF ALL CONTROL DEVICES THROUGHOUT THE DURATION OF THE PROJECT.


3. CONTRACTOR SHALL MEET ALL OF THE STATE OF MASSACHUSETTS AND THE
TOWN OF WAYLAND WETLAND ORDINANCE REGULATIONS FOR SEDIMENT AND
EROSION CONTROL.


4. EXCAVATED MATERIAL STOCKPILED ON THE SITE SHALL BE SURROUNDED BY A
RING OF UNBROKEN SEDIMENT AND EROSION CONTROL FENCE. THE LIMITS OF
ALL GRADING AND DISTURBANCE SHALL BE KEPT TO A MINIMUM WITHIN THE
APPROVED AREA OF CONSTRUCTION.  ALL AREAS OUTSIDE OF THE LIMIT OF
CONTRACT SHALL REMAIN TOTALLY UNDISTURBED UNLESS OTHERWISE
APPROVED BY OWNER'S REPRESENTATIVE.


5. ALL CATCH BASINS AND DRAIN GRATES WITHIN THE LIMIT OF WORK SHALL BE
PROTECTED WITH SILT SACKS DURING THE ENTIRE DURATION OF
CONSTRUCTION.


6. EROSION CONTROL BARRIERS TO BE INSTALLED AT THE TOE OF SLOPES. SEE
GRADING & DRAINAGE PLANS, NOTES, DETAILS AND SPECIFICATIONS.


7. THE CONTRACTOR SHALL PROVIDE DUST CONTROL FOR CONSTRUCTION
OPERATIONS AS APPROVED BY THE OWNER'S REPRESENTATIVE AND
MASSACHUSETTS D.E.P. REQUIREMENTS.


8. ALL POINTS OF CONSTRUCTION EGRESS OR INGRESS SHALL BE MAINTAINED TO
PREVENT TRACKING OR FLOWING OF SEDIMENT ON TO PUBLIC/PRIVATE ROADS.


9. ALL MATERIAL HAULING VEHICLES SHALL BE COMPLETELY COVERED PRIOR TO
LEAVING THE SITE.


10. CONTRACTOR SHALL BE RESPONSIBLE FOR WHEEL CLEANING OF ALL
CONSTRUCTION VEHICLES PRIOR TO EXITING THE SITE. CONTRACTOR SHALL
ENSURE THAT MATERIAL HAULING VEHICLES REMAIN ON PAVED SURFACES AS
MUCH AS POSSIBLE


LAYOUT NOTES


1. COORDINATE ALL LAYOUT ACTIVITIES WITH THE SCOPE OF WORK CALLED FOR


BY DEMOLITION, GRADING  AND UTILITIES OPERATIONS ENCOMPASSED BY THIS


CONTRACT. SET, PROTECT AND REPLACE REFERENCE  STAKES AS NECESSARY


OR AS REQUIRED BY THE OWNER'S REPRESENTATIVE.


2. ALL WORK SHALL BE PERFORMED BY CONTRACTOR UNLESS SPECIFICALLY


INDICATED THAT THE WORK WILL BE PERFORMED "BY OWNER".


3. THE LAYOUT OF SITE AMENITIES AND FENCES MUST BE APPROVED BY THE


OWNER'S REPRESENTATIVE PRIOR TO INSTALLATION.


4. ALL PROPOSED SITE FEATURES SHALL BE LAID OUT AND STAKED FOR REVIEW


AND APPROVAL BY THE  OWNER'S REPRESENTATIVE PRIOR TO


COMMENCEMENT OF INSTALLATION. ANY REQUIRED ADJUSTMENTS TO THE


LAYOUT SHALL BE UNDERTAKEN AS  DIRECTED, AT NO ADDITIONAL COST TO


THE OWNER.


5. ALL PROPOSED PAVEMENTS SHALL MEET THE LINE AND GRADE OF EXISTING


ADJACENT PAVEMENT  SURFACES AND SHALL BE TREATED WITH AN RS-1 TACK


COAT AT POINT OF CONNECTION. ALL PATHWAY WIDTHS SHALL BE AS NOTED


ON THE LAYOUT AND MATERIALS PLAN.


6. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND GRADES ON THE


GROUND AND REPORT ANY DISCREPANCIES IMMEDIATELY TO THE OWNER.


7. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FIELD MEASUREMENTS OF ALL


PROPOSED FENCES, GATES.


GRADING & DRAINAGE NOTES


1. ALL WORK RELATING TO INSTALLATION, RENOVATION OR MODIFICATION OF DRAINAGE SERVICES SHALL


BE PERFORMED IN ACCORDANCE WITH THE STANDARDS OF THE TOWN OF WAYLAND AND ITS


DEPARTMENT OF PUBLIC WORKS.


2. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS, GRADES AND INVERT ELEVATIONS IN THE FIELD AND


REPORT ANY DISCREPANCIES IMMEDIATELY TO THE OWNER AND OWNER'S REPRESENTATIVE.


3. ALL NEW WALKWAYS MUST CONFORM TO CURRENT AMERICANS WITH DISABILITIES ACT (ADA)


REGULATIONS: WALKWAYS SHALL MAINTAIN A CROSS PITCH OF NOT MORE THAN ONE AND A HALF (1.5%)


PERCENT MAXIMUM AND THE RUNNING SLOPE (PARALLEL TO THE DIRECTION OF TRAVEL) OF 4.5%


MAXIMUM.


4. MINIMUM SLOPE ON ALL WALKWAYS WILL BE 1:100 OR 1% TO PROVIDE POSITIVE DRAINAGE. ANY


DISCREPANCIES NOT ALLOWING THIS TO OCCUR SHALL BE REPORTED TO THE OWNER'S


REPRESENTATIVE PRIOR TO CONTINUING WORK.


5. ALL UTILITY GRATES, COVERS OR OTHER SURFACE ELEMENTS INTENDED TO BE EXPOSED AT GRADE


SHALL BE FLUSH WITH THE ADJACENT FINISHED GRADE AND ADJUSTED TO PROVIDE A SMOOTH


TRANSITION AT ALL EDGES.


6. THE CONTRACTOR SHALL SET SUBGRADE ELEVATIONS TO ALLOW FOR POSITIVE DRAINAGE AND PROVIDE


EROSION CONTROL DEVICES, STRUCTURES, MATERIALS AND CONSTRUCTION METHODS TO DIRECT SILT


MIGRATION AWAY FROM DRAINAGE AND OTHER UTILITY SYSTEMS, PUBLIC/ PRIVATE STREETS AND WORK


AREAS. CLEAN BASINS REGUAL;RLY AND AT THE END  OF THE PROJECT.


7. CONTRACTOR SHALL ENSURE ALL AREAS ARE PROPERLY PITCHED TO DRAIN, WITH NO SURFACE WATER


PONDING OR PUDDLING.


8. EXCAVATION REQUIRED WITHIN PROXIMITY OF KNOWN EXISTING UTILITY LINES SHALL BE DONE BY HAND.


CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING UTILITY LINES OR STRUCTURES INCURRED


DURING CONSTRUCTION OPERATIONS AT NO COST TO THE OWNER.


9. WHERE NEW EARTHWORK MEETS EXISTING EARTHWORK, CONTRACTOR SHALL BLEND NEW EARTHWORK


SMOOTHLY INTO EXISTING, PROVIDING VERTICAL CURVES OR POUNDS AT ALL TOP AND BOTTOM OF


SLOPES.


10. WHERE A SPECIFIC LIMIT OF WORK LINE IS NOT OBVIOUS OR IMPLIED, BLEND GRADES TO EXISTING


CONDITIONS WITHIN 5 FEET OF PROPOSED CONTOURS.


11. RESTORE ALL DISTURBED AREAS AND LIMITS OF ALL REMOVALS TO LOAM AND CONSERVATION SEED MIX


UNLESS OTHERWISE NOTED.


12. WHERE NEW IMPROVEMENTS MEET EXISTING CONDITIONS, MEET LINE AND GRADE OF EXISTING


ADJACENT PAVEMENTS, TYPICAL.
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 00800-5 


SECTION 00900 


SCOPE OF WORK AND PERMITS 


 


1.1  RELATED DOCUMENTS 


Drawings and general provisions of the Contract, including General and Supplementary 


Conditions and other Division 1 Specification Sections, apply to this section. 


 


1.2 LOCATION OF WORK 


The work of this Contract is located at the Loker Conservation and Recreation Area, off 


Commonwealth Road in Wayland, Massachusetts.   


 


1.3 SUMMARY  


In general and without limitation, the work to be done under this Contract includes 


construction of a synthetic turf sports field, parking area, pedestrian pathways, 


drives, drainage and subdrainage systems, fencing, lighting and electrical 


improvements, landscaping and other related and incidental work as shown on the 


Drawings and Details, and as specified herein. 


 


1.4  CONTRACTOR’S USE OF PREMISES 


A. Contractor shall assume full responsibility for security of all his and his subcontractors’ 


materials and equipment stored on the site.  


 


B. Contractor shall limit use of premises to areas within the Contract work area.  Do not 


disturb portions of the Project beyond areas in which the Work shall be conducted. 


 


C. If directed by the Owner, Contractor shall move stored items which interfere with 


operations of Owner.  


 


D. If necessary, Contractor shall obtain and pay for use of additional storage or work areas 


if needed to perform the Work.   


 


1.5  ARCHAEOLOGIST MONITOR 


The Town of Wayland has retained an Archaeologist Monitor whose responsibility is 


to observe the earthwork including removal of trees, grubbing, stripping of loam and 


excavation within the limits of work. The monitor’s work is to observe the earth moving 


operation for potential artifacts or other features of historical interest.  


 


The Contractor shall keep the monitor informed of his “earth moving schedule” and 


shall cooperate with recovering artifacts and other items of historical interest. Should 


a burial site be located the Contractor will stop work in this area until the site can be 


evaluated but shall continue work in other areas of the site. 
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SECTION 02 41 13 


 


SELECTIVE SITE DEMOLITION 


 


PART 1 - GENERAL 


 


1.01  SCOPE OF WORK: 


 


A. Work under this Section shall consist of the careful removal, storage for reuse, 


transportation off-site, or demolition, of all structures and site features encountered 


or noted to be removed or abandoned to a minimum of three feet below finished 


grade, and the removal and disposal of all materials not called for to be reused or 


salvaged, in accordance with the contract drawings, these specifications, and 


Engineer’s requirements.  Provide all labor, equipment, materials and transportation 


necessary to complete the work.   


 


B. Items plan referenced to be removed and stored shall be carefully removed and 


stored on site in a manner and location designated by the Engineer for reinstallation 


later as shown on the plans or as indicated by the Engineer.   


 


C. Items plan referenced, or as indicated by the Engineer to be removed and disposed  


of shall be removed from the site and properly and legally disposed of by the 


Contractor.   


 


D. Items indicated on the contract drawings or in the specifications to be removed and 


salvaged, or other items required to be removed by the Engineer, shall be transported 


to a municipal storage facility, located within the Town confines, and unloaded and 


stacked as required by the Engineer. 


 


E.  Items indicated on the contract drawings or in the specification to be removed and 


reset shall be carefully removed and reset in the same location as existing according 


to the specification and details. 


 


F. The following scope describes the general work/demolition requirements of this 


Section. 


  


1. Bituminous concrete pavements. 


 


2. Tree Removal 


 


 2.  Curbing 


 


3.  Chain link fencing and footings complete. 


 


4. Other features as indicated on the drawings. 
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1.02  PROTECTION: 


 


A. The Contractor shall assume complete responsibility and liability for the safety and 


structural integrity of all work and utilities to remain during demolition. 


 


 B. Provide safeguards including, but not limited to, warning signs, barricades, 


temporary fences, warning lights and other items required for protection of personnel 


and the general public during performance of all work.   


 


C. All features related to protection shall be maintained until that work has been 


completed to the point when such safeguards are no longer required.  


 


1.03  SPECIAL REQUIREMENTS: 


 


A. Install erosion controls to protect adjacent areas from eroded materials likely to enter 


wetlands, resource areas, or drainage ways/systems, downstream of areas disturbed 


by work activities. 


 


B. Where items to be demolished are located within or adjacent to pavements to remain, 


the Contractor shall make provisions to protect that pavement to remain.  Cut 


concrete pavement back to score line and cut bituminous concrete pavement back far 


enough so as not to allow disturbance to base course materials.  Pavements damaged 


as a result of Contractor activities shall be replaced to the extent determined by the 


Engineer at no additional cost to the Owner. 


 


PART 2 - PRODUCTS 


 


2.01  BACKFILL: 


 


A. The Contractor shall provide suitable backfill as specified under Section 31 23 00 of 


these Specifications, to fill voids left by removal or abandonment of site features, and 


shall provide all pipe cap ends, mortar, brick and other material needed to cap off or 


plug pipes of various sizes and kinds.   


 


B.       Suitable materials shall be used as base course fill and topsoil to the depth as 


specified herein.  Restore disturbed areas with similar materials blended to match the 


line and grades of adjacent surfaces. 


 


2.02 TEMPORARY FENCE: 


 


A.  The work under these Items shall conform to the relevant provisions of section 


644 of the MassDOT standard specifications. 


 


B.      The work shall include temporary installation of chain link fence around the 


perimeter of the work limits where shown on the plans, and as required by the 


Engineer, and as Contractor sees fit to protect work. 
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C.      Temporary fence shall consist of 6 foot high chain link fence anchored into a base 


that is both stable and movable to allow access and adjustment as needed.  Reclaimed 


existing fence fabric and materials may be used with the approval of the Engineer.  


The Contractor shall submit a shop drawing to the Engineer for approval prior to 


installation. 


 


PART 3 - EXECUTION 


 


3.01  SALVAGEABLE MATERIAL: 


 


A. Frames, grates and other salvageable material shall be carefully removed to 


minimize damage and stored for later reuse, transport, or removal from site.   


 


3.02  ABANDONED STRUCTURES: 
 


A. All inlets and outlets shall be plugged with at least eight (8) inches of brick and 


mortar masonry.  Upper portions of masonry structures shall be removed to a depth 


of three feet.  The bottoms of all structures shall be broken to allow drainage, and the 


structure shall be filled with suitable backfill material placed in six (6) inch layers 


and thoroughly compacted at each level.  
 


B.  The Engineer shall review work related to abandoned structures before backfilling.  


Those items not reviewed before backfilling shall be uncovered and backfill 


procedures observed, at no expense to the Owner.  
 


3.03  ABANDONED PIPES OR CONDUITS: 
 


A. Plug previously abandoned drainpipes encountered with masonry brick at least eight 


(8) inches in thickness.   
 


 B. Abandon discontinued water supplies that are encountered during the execution of 


this contract in accordance with Owner requirements.   
 


C. Electrical conduits encountered and previously abandoned shall be capped or 


plugged.   


END OF SECTION 
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 SECTION 01 55 26.13 
 
 SIGNAGE (TRAFFIC CONTROL) 
 
 
PART 1 - GENERAL 
 
1.01 WORK INCLUDED: 
 


 This Section covers furnishing and installing traffic control signs and other devices. 
 
1.02 SYSTEM DESCRIPTION: 
 


 The Contractor shall furnish and install all construction signs deemed necessary by and 
in accordance with the latest edition of Part VI of the Manual on Uniform Traffic 
Control Devices (MUTCD) as published by the U.S. Department of Transportation. 


 
PART 2 - PRODUCTS 
 
2.01 TRAFFIC WARNING AND REGULATING DEVICES: 
 


 Contractor shall provide warning signs, barricades and other devices in accordance with 
the specifications provided in the MUTCD.  Size of signs, lettering, colors, method of 
support and other factors prescribed in the MUTCD shall be adhered to. 


 
PART 3 - EXECUTION 
 
3.01 INSTALLATION: 
 


A. Contractor shall erect barricades, barrier fences, traffic signs, and other traffic control 
devices as required by the MUTCD, or as required by the Engineer, to protect the work 
area from traffic, pedestrians, and animals. 


 
B. Contractor shall relocate barricades, signs and other devices as necessary as the work 


progresses. 
 


C. Unless extended protection is required for specific areas, when the work has been 
completed, all temporary warning and regulatory devices used by the Contractor shall 
be removed so that traffic can move unimpeded through the area. 


 
 
 END OF SECTION 
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 SECTION 01 56 26 
 


 TEMPORARY CHAIN LINK FENCE 
 
PART 1 - GENERAL 
 
1.01 WORK INCLUDED: 
 


A. The Contractor shall provide all labor, materials and appurtenances necessary for the 
installation, maintenance and dismantling of 6-foot temporary fencing. 


 
B. The Contractor shall be responsible for securing the site from trespassers.  Existing 


fencing exists on portions of the site as shown on the Contract Drawings; it will be at 
the discretion of the Contractor to determine whether the existing fence is suitable for 
site safety and security.  The Contractor shall install temporary fencing across lengths 
of damaged/unsuitable fencing to secure the site and prevent trespassers. 
 


1.02 SUBMITTALS:  IN ACCORDANCE WITH REQUIREMENTS OF GENERAL 
SPECIFICATIONS, SUBMIT THE FOLLOWING: 


 
A. Six sets of manufacturers literature of the materials specified herein shall be submitted 


to the Engineer for review. 
 
B. Six sets of shop drawings of the temporary chain link fence and gates shall be 


submitted to the Engineers for review.  
 


1.  Shop drawings shall indicate layout of temporary fencing, location and size of 
gates, existing pavement and roads, and other site specific conditions. Prepare 
drawing after site observation and verification of existing conditions.  


 
PART 2 - PRODUCTS-GALVANIZED 
 
2.01  TEMPORARY CHAIN LINK FENCING  
 


A. Unless otherwise indicated, type of 6-foot temporary chain link fencing shall be 
Contractor's option. Following types are acceptable:  


 
1. New materials or previously used salvaged chain link fencing in good condition.  
 
2.  Posts: Galvanized steel pipe of diameter to provide rigidity. Post shall be suitable 


for setting in concrete footings, driving into ground, anchoring with base plates, 
or inserting in precast concrete blocks.  


 
3.  Fabric: Woven galvanized steel wire mesh. Provide in continuous lengths to be 


wire tied to fence posts or prefabricated into modular pipe-framed fence panels.  
 


B. Gates: Provide gates of the quantity and size indicated on the Contract Drawings or 
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required for functional access to Site. 
  


1. Fabricate of same material as used for fencing.  
 
2.  Vehicle gates:  
 


a.  Minimum width: 20 feet to allow access for emergency vehicles.  
b.  Capable of manual operation by one person.  


 
PART 3 - EXECUTION 
 
3.01 INSTALLATION  
 


A. The fence and gates shall be erected by skilled mechanics in accordance with the 
recommendations of the manufacturer and these specifications.  These specifications shall 
take precedence over the recommendations of the manufacturer if any discrepancy exists 
between them. 


 
B. Posts 
 


1. Maximum post spacing shall be 10-feet.  Post spacing shall be uniform and posts 
shall be plumb.   


 
2. Drive posts, set in holes and backfill, or anchor in precast concrete blocks.  
 
3.  For soft and unstable ground conditions, cast concrete plug around post.  
 
4. Posts over pavement: Use steel post plates or precast concrete blocks.  
 
5. Gate posts: Use bracing or concrete footings to provide rigidity for 


accommodating size of gate.  
 


6. Temporary terminal posts shall be securely connected to existing fence posts to 
prevent site access/trespassing.   


  
C. Securely attach wire fabric to posts. Maximum area of unbraced fence fabric shall not 


exceed 1,500 square feet. 
 
D. Install with required hardware.  


 
E. Fabric shall be stretched taut, with the bottom edge following the existing grade, and 


shall be a continuous mesh between terminal posts.  Each span of fabric shall be attached 
independently at terminal posts.  Where terminal posts do not have provisions for 
weaving fabric to posts, stretcher bars shall be placed through the end weave of the fabric 
and secured to the post with bar bands spaced not more than 15-inches apart on the post. 
Temporary terminal posts shall be secured to existing fence posts to prevent Site 
access/trespassing. 
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F. Fabric shall be attached with ties to line posts at intervals of not more than 14-inches (and 


to the top railing and braces at intervals not exceeding 24-inches). 
 


G. The bottom tension wire shall be interlaced in the weave of the fabric, pulled taut and 
fastened to terminal posts. 


 
3.02 MAINTENANCE AND REMOVAL  
 


A. Maintain fencing in good condition. If damaged, immediately repair.  
 


B.  Remove temporary fencing upon completion of Work or when no longer required for 
security or control. Backfill holes and compact. Holes in pavement shall be surfaced to 
match existing paving. Repair damage caused by installation of temporary fencing.  


 
 
 END OF SECTION 
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